Device installation socket for CEE plug-in devices up to 32 A

For the installation in device installation trunking and service poles

- Open design
- Large installation room
- Can accommodate nearly all standard 16 A / 32 A CEE sockets
- Solid strain reliefs
- Safe and reliable arresting mechanism in the trunking profile
- Optional fastening facilities on the C rail in the trunking bottoms
For every solution an item number

**CEE device installation socket**

<table>
<thead>
<tr>
<th>Type</th>
<th>Colour</th>
<th>Pack. pcs.</th>
<th>Weight kg/100 pcs.</th>
<th>Item No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>71GDCEE</td>
<td>graphite black</td>
<td>1</td>
<td>13.7</td>
<td>6288635</td>
</tr>
</tbody>
</table>

**PA** Polyamid

Device installation socket for the mounting of a 3- or 5-pole CEE socket, 16 A or 32 A.
Included in the delivery are:
- 1 front-locking device installation socket with a 4-point fastening rail of 52 x 52 mm to 70 x 70 mm
- 1 cover frame in pure white to conceal the fastening equipment
- 2 external strain reliefs for sheathed cables of up to 18 mm diameter
- 2 sash locks for the optional fastening to trunking bottoms with a C rail

**CEE device installation socket , 16 A**

<table>
<thead>
<tr>
<th>Type</th>
<th>Colour</th>
<th>Pack. pcs.</th>
<th>Weight kg/100 pcs.</th>
<th>Item No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>71GDCEE16</td>
<td>graphite black</td>
<td>1</td>
<td>31.1</td>
<td>6119483</td>
</tr>
</tbody>
</table>

**PA** Polyamid

Device installation socket for the mounting of a 3- or 5-pole CEE socket, 16 A or 32 A.
Included in the delivery are:
- 1 front-locking device installation socket with a 4-point fastening rail of 52 x 52 mm to 70 x 70 mm
- 1 cover frame in pure white to conceal the fastening equipment
- 2 external strain reliefs for sheathed cables of up to 18 mm diameter
- 2 sash locks for the optional fastening to trunking bottoms with a C rail
- 1 CEE socket, 16 A, with mounting accessories

**CEE device installation socket , 32 A**

<table>
<thead>
<tr>
<th>Type</th>
<th>Colour</th>
<th>Pack. pcs.</th>
<th>Weight kg/100 pcs.</th>
<th>Item No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>71GDCEE32</td>
<td>graphite black</td>
<td>1</td>
<td>37.2</td>
<td>6119485</td>
</tr>
</tbody>
</table>

**PA** Polyamid

Device installation socket for the mounting of a 3- or 5-pole CEE socket, 16 A or 32 A.
Included in the delivery are:
- 1 front-locking device installation socket with a 4-point fastening rail of 52 x 52 mm to 70 x 70 mm
- 1 cover frame in pure white to conceal the fastening equipment
- 2 external strain reliefs for sheathed cables of up to 18 mm diameter
- 2 sash locks for the optional fastening to trunking bottoms with a C rail
- 1 CEE socket, 32 A, with mounting accessories